
Enamelled Copper Twisted Litz Cable Polyurethane Type 1 0.12x60
0.32x35

Basic Information

China

PEWSC

ROHS

UEFN/U 155� Type 1 0.12x60 0.32x35

The MOQ varies according to the size of the
specification

Copper price plus processing fee plus freight

Box

3-5 work days

T/T 100% payment before shipment

Delivery 10-15 days after next order

Product Specification

UEFN/U 155� Type 1 0.12x60 0.32x35

Copper

The Wire Surface Smooth & Tincture Same

Calculate The Twist Pitch.

In Normal Conditions Of Twisted Direction Is
Clockwise.

Not Less Than200� And 2 Min Single Wire

No Visible Cracks Appear On The Film
Coating When Using 15 Times Magnifier.
Single Wire

Solder Shall Adhere To The Conductor
Uniformly

Free

TThe Size Shall Be As Given In Table Single
Wire; Twisted Wirediameter Will Be Subject
To The Theoretical Calculation.

0.12x60 0.32x35

Twisted Wire Of The Pinhole Of Twisted Line
Number To Calculate

Copper Litz Cable, Enamelled Litz Cable

for m
ore products please visit us on enam

el-w
ire.com

Place of Origin:

Brand Name:

Certification:

Model Number:

Minimum Order Quantity:

Price:

Packaging Details:

Delivery Time:

Payment Terms:

Supply Ability:

Product Name:

Conductor Material:

Appearance:

Twisted Pitch:

Twist Direction:

Resistance To Cut Though:

Flexibility & Adherence:

Solderability:

Samples:

Dimension:

Size:

Pacific Electric Wire & Cable (Shenzhen) Co., Ltd.
enamel-wire.com
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Product Description

Polyurethane Enamelled Copper Twisted Wire UEFN/U 155� Type 1 0.12x60 0.32x35
 
3.Test methods :
3.1 Appearance : Comply with JISC 3216.
3.2 Dimension :Comply with JSC 3216-2.
3.3Pinhole :Comply with JISC 3216-5 length of sample is 6 meters.
3.4 Flexibility :Single wire comply with JSC 3216-3.
3.5.Adherence:Single wire comply with JSC 3216-3.
3.6 Resistance to abrasion : Single wire comply with JSC 3216-3.
3.7 Dielectric breakdown voltage :Comply with JISC 3216-5. Next table of hook no and twistednumer (twisted wire).

  NEMA---Triple  單位�mm
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外徑管制基准 規格界限 伸 彈 單一耐磨
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上表單一耐磨�適用于MW-35C 30C 79C 80C 76C 24C. 耐電壓適用于MW-80C 76C 24C (35C

30C 79C )

 13265485132  sales09@pewsc.com  enamel-wire.com

No.9 Jin Long 4 Road Bao long Industrail Estate Longgang,Shenzhen, China

Pacific Electric Wire & Cable (Shenzhen) Co., Ltd.
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